
CHAPTER 6 
VEHICLE OPERATION 



VEHICLE OPERATION 

LESSON TOPIC: 

VEHICLE OPERATION 

OBJECTIVES: 

To enable the driver to: 

o enter the traffic stream without interfering with other vehicles;

o select the appropriate lane for driving;

o adjust to existing traffic conditions, traffic flow and legal speed limits;

o maintain an adequate separation between his/her school bus and the vehicle ahead;

o negotiate curves safely and comfortably;

o negotiate hills safely and effectively;

o leave a line of traffic with minimal interference to vehicles behind and to the side;

o accommodate a passing vehicle by adjusting speed and/or position as necessary for the

other vehicles to complete the pass;

o maintain an adequate separation between his/her school bus and the vehicle behind;

o put a school bus in motion on either an upgrade or downgrade from a standing position;

o identify various signs, signals and pavement markings, and to comprehend their meaning;

o drive safely by parked vehicles;

o adjust course as necessary when meeting oncoming vehicles on a two-lane roadway;

o make correct decisions when encountering yielding (right-of-way) situations;

o respond with safe and cautious actions when encountering pedestrians, cyclists and

animals;

o approaching intersections and to react appropriately to other traffic and traffic controls;

o proceed through intersections and react to changing traffic conditions;

o approach and enter off-street areas in a safe and efficient manner;

o safely make right turns at intersections;

o safely make left turns at intersections;

o enter, drive through or cross and leave a tunnel or bridge safely and expeditiously;
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o safely enter a main roadway from an entrance ramp;

o merge with traffic on another roadway;

o safely exit a main roadway or an exit ramp;

o negotiate traffic circles safely;

o change lanes safely and without obstructing the flow of traffic;

o make sound passing decisions and to complete passes without interference to other

vehicles;

o handle the school bus during practice driving;  and

o evaluate the knowledge gained by the driver as a result of the completion of the

instructional phase of driving fundamentals.
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INTRODUCTION TO THE INSTRUCTOR 

RURAL DRIVING SKILLS 

     This is the first on-street driving lesson for the student, covering specific rural situations 

as well as concepts from the previous lessons. 

REVIEW:  pre-trip inspections, visual checks, backing and shifting. 

RESIDENTIAL DRIVING SKILLS 

        This lesson involves the operation of the school bus on streets with limited space, increased 

vehicular and pedestrian traffic and frequent conflict. 

REVIEW:  following distance, lateral clearances, turns and entering traffic flow. 

USE THE SAFE METHOD:  Avoid traffic congestions when possible. 

URBAN DRIVING SKILLS 

      The final lesson in the on-street driving sequence acquaints the students with concepts and 

situations unique to urban areas.  Topics covered include:  increased interaction, distractions, 

space restrictions and driving strategies. 

REVIEW:  interaction, intersections, scanning 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL LIST, IN 
CORRECT SEQUENCE, THE 
STEPS FOR ENTERING TRAFFIC 
FROM A STOPPED OR PARKED 
POSITION. 

THE DRIVER SHOULD BE ABLE 
TO STATE THE REGULATION 
REGARDING APPROPRIATE 
LANE USAGE. 

RURAL DRIVING SKILLS 

STUDENT INTRODUCTION 

    The first actual on-street driving is in a rural area and 

the emphasis is placed upon interacting with other 

vehicles.  In addition to know how to operate and 

maneuver the bus, a bus driver will be expected to 

demonstrate and explain the “thinking processes” that are 

involved in rural driving. 

MERGING STEPS: 

1. Observe traffic to front and rear.

2. Look for gap in rear approaching traffic.

3. Yield the right-of-way to all vehicles and

pedestrians.

4. Activate turn signal.

5. Accelerate smoothly into gap in traffic lane.

6. Straighten steering wheel.

7.  Check to see that directional signal has been

cancelled.

8. Accelerate quickly to speed of traffic.

REGULATIONS: 

1. Drive in right lane of roadway except:

a. When overtaking and passing another

vehicle moving in the same direction; or

b. When right lane or roadway is closed to

traffic due to construction or repair.

c. Follow posted traffic signs for appropriate

lane usage.
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL STATE THE 
REGULATIONS REGARDING 
SPEED. 

THE DRIVER WILL STATE 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
ADJUST SPEED TO EXISTING   
CONDITIONS. 

d. When it is safer to travel in the left lane

(for short distances).

e. Drive in any lane of a roadway having

three (3) or more lanes in one direction.

However, school buses should travel in the

right lane whenever feasible.

2. Basic speed law:

a. The driver should drive at a careful and

prudent speed that takes into account all

driving conditions.  Drive at no greater

speed than will permit stopping the vehicle

within the assured clear distance ahead.

b. Absolute speed laws:  (fixed)

o 65 MPH – maximum for Kentucky

Interstate travel

o 45 MPH – minimum on freeways

o 45 MPH – highway construction, road

work or surveying

o 25 MPH – business, residential and

park areas, unless posted otherwise

o 25 MPH – school zones

c. Techniques:

o Periodically observe speedometer to

check speed (should check every five

seconds.  Keep your eyes moving.).
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INSTRUCTOR GUIDELINES/NOTES CONTENT 
 
 
 
 
 
 
THE DRIVER WILL EXPLAIN THE 
RULES WHICH WILL HELP IN 
DETERMINING AN ADEQUATE 
FOLLOWING DISTANCE. 
 
 
 
 
 
 
 
 
 
 
THE DRIVER WILL IDENTIFY 
CIRCUMSTANCES WHICH CALL 
FOR GREATER FOLLOWING 
DISTANCE. 

o Adjust speed to that of the other traffic 

by accelerating, decelerating, braking 

and/or downshifting. 

d. Rules: 

o Under ideal conditions, maintain at 

least a four-second following distance 

in a Kentucky school bus. 

o Look ahead twelve (12) to fifteen (15) 

seconds.  By scanning the road that far 

ahead, trouble can be seen well in 

advance and can often be avoided. 

e. Definite times to adjust following distance; 

o When increasing speed, 

o When driving on wet or icy road, 

o When driving at night or during 

weather conditions that adversely 

affect the driver’s ability to see the 

roadway and traffic conditions ahead, 

o When fatigued, 

o When following emergency vehicles, 

o When following dual-wheeled 

vehicles, which may cause damage to 

the bus by the thrust of debris thrown 

from between the wheels, and/or 

o When following two-wheeled vehicles 

that can stop within shorter distances. 

           If at least four seconds have passed before the front 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL DESCRIBE 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
SAFELY NEGOTIATE CURVES. 

of the bus has reached the same object that the vehicle in 

front of you just passed, a proper following distance is 

being maintained if driving 40 mph or slower.  A five (5) 

second following distance should be used if driving over 

40 mph. 

          The distance between your bus and the vehicle in 

front of you is called the space gap. 

CURVES: 

1. Approach curves at speeds that will enable the

curve to be negotiated safely.

2. Observe roadway ahead for signs indicating

maximum safe entering speed.

3. Reduce speed, if necessary, to attain posted limit.

WHEN ENTERING AND DRIVING THROUGH A 

CURVE: 

1. Look well ahead to anticipate the need for

steering conditions.

2. Maintain a position within your lane (not change

or “cut across” lanes).

3. Maintain speed throughout curve by keeping

slight pressure on accelerator.  Don’t increase

speed in a curve.

4. Reduce speed by releasing accelerator and

applying the brakes lightly.

5. Always brake before a curve:

o Whenever initial speed proves too great for

rate of curvature, or
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL IDENTIFY 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
SAFELY NEGOTIATE UPGRADES.

THE DRIVER WILL IDENTIFY 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
SAFELY NEGOTIATE UPGRADES.

o Whenever visibility is restricted by

darkness, fog, vegetation or other

obstructions.

WHEN LEAVING A CURVE: 

1. Resume original or other safe speeds.

o One may accelerate coming out of a curve,

This is called “blowing out” of a curve,

however, this should be done on a

conservative basis.  Just gradually

accelerate out of the curve.

PROCEDURES: 

      UPHILL 

1. Select the far right lane or auxiliary climbing lane,

if available.

2. Maintain constant speed on upgrades by:

o Applying accelerator pressure, and

o Shifting to lower gear if necessary.

3. When approaching crest on a narrow roadway,

keep as far to the right as safely possible.

o Slow down slightly when approaching crest to

compensate for limited sight distance and for

an anticipated increase in speed upon reaching

crest.

DOWNHILL 

1. Look for signs indicating length and/or gradient of

downgrade.

9 



INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL LIST, IN 
CORRECT SEQUENCE, THE 
STEPS FOR LEAVING A LINE OF 
TRAFFIC. 

THE DRIVER WILL EXPLAIN THE 
PROCEDURE TO ENABLE OTHER 
VEHICLES TO PASS SAFELY. 

2. Shift into lower gear before beginning a long

and/or steep downgrade.

3. Maintain constant speed on downgrades by

reducing accelerator pressure.

4. Apply brakes, using the target speed/on again off

again method.

5. When vehicle reaches the bottom of downgrade,

resume normal driving speed.

EXITING TRAFFIC: 

1. Scan roadside for suitable place to stop.

2. Observe shoulder for obstructions (trees, poles,

sign posts).

3. Look for spot with no obstructions where vehicles

can be seen by traffic in all directions.

4. Check mirrors.

5. Signal intention to leave traffic stream.

6. Reduce speed.

7. Guide school bus gradually off the roadway.

8. Try not to make quick, abrupt movements.

9. Brake gently to a complete stop, if called for.

BEING PASSED 

1. Maintain position in center of lane, or move

slightly to right, if possible.

2. Maintain or reduce speed – do not accelerate.

3. Watch for signals that the passing vehicle plans to

cut back in front of the bus.
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL IDENTIFY 
THOSE TECHNIQUES WHICH 
WILL HELP HIM/HER MAINTAIN 
AN ADEQUATE SEPARATION 
WITH THE VEHICLE BEHIND. 

THE DRIVER WILL LIST, IN 
CORRECT SEQUENCE, THE 
STEPS FOR PUTTING A SCHOOL 
BUS IN MOTION ON AN 
UPGRADE. 

a. Turn signal flashing

b. Driver looks back over shoulder.

c. Front wheels begin to angle back to right.

4. Prepare to slow down to provide larger space for

passing vehicle to re-enter lane or to obtain

additional following distance if vehicle cuts in

after passing.

BEING FOLLOWED: 

1. Signal intended maneuvers.

2. Check mirrors frequently.

3. Watch for indications that following vehicles

intend to pass.

4. Observe roadway ahead to anticipate the need to

stop.

5. Use the minimum four/five-second following

distance method for Kentucky school buses.

STARTING ON AN UPGRADE: 

       A.  Manual shift: 

1. Press brake.

2. Set parking brake.

3. Press clutch.

4. Place gearshift lever in first gear for four

speed transmission or second gear (or first

gear if on a step upgrade) for five (5)

speed.

5. Release brake.
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL LIST, IN 
CORRECT SEQUENCE, THE 
STEPS FOR PUTTING A SCHOOL 
BUS IN MOTION ON A 
DOWNGRADE. 

6. Press accelerator.

7. Release clutch to friction point,

simultaneously releasing parking brake so

that bus does not roll backward.

8. Release clutch completely and press

accelerator until bus gains adequate speed

to shift into next higher gear.

       B.  Automatic Shift 

1. Press brake.

2. Set parking brake.

3. Place gearshift level in drive (or low if on

a steep upgrade).

4. Gradually press accelerator.

5. Release emergency brake.

STARTING ON A DOWNGRADE: 

        A.  Manual Shift 

1. Press Brake.

2. Set parking brake.

3. Press clutch.

4. Place gearshift lever in first gear for four-

speed-transmission or second gear for five

speed.

5. Release parking brake.

6. Gradually release brake.

7. Release clutch to friction point.

8. Accelerate, if necessary, and gradually

release clutch all the way.
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL DESCRIBE 
THE MEANING AND PROPER 
DRIVER REACTION TO THE 
VARIOUS SHAPES AND COLORS 
OF TRAFFIC SIGNS. 

         B.  Automatic Shifts on Downgrade 

1. Press brake.

2. Place gearshift lever in drive (or low if on a

steep downgrade).

3. Release brake and accelerate if necessary.

RESIDENTIAL DRIVING SKILLS 

STUDENT INTRODUCTION 

      This lesson is devoted to the skills necessary to drive 

in a residential area.  You will encounter problems with 

space, vehicle and pedestrian traffic, visual obstruction 

and traffic conflicts. 

SIGNS/SHAPES: 

        A.  OCTAGON - STOP 

1. Come to a complete stop.

2. Yield right-of-way to pedestrians.

3. Stop behind marked or unmarked crosswalk

or stop line.  Without stop line or crosswalk,

stop even with the stop sign.  If sign is

placed such that a driver should not stop at

the stop sign, stop at the point nearest the

intersecting roadway where the driver has a

view of approaching traffic on the

intersection roadway.  A driver’s choices for

stopping are (in order) 1) stop line, 2) stop

sign, 3) common sense.

NOTE:  At a cross street, the driver may have to 

make two or more complete stops.  The driver 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

must stop at the designated stop and, if unable 

to see, he must move forward until he is able to 

see  clearly  in  all   directions  and  stop  again 

    before proceeding. 

B. INVERTED TRIANGLE – YIELD 

1. Slow down and be ready to stop if

needed.  Give the right-of-way to

traffic and pedestrians.

C. CROSSBUCK – RAILROAD 

1.  In Kentucky, all school bus drivers

must stop at all railroad crossings (15

to 50 feet).

D. RECTANGLE – REGULATORY 

1. Inform drivers about traffic laws and

regulations and also serve as

directional guides.

E. ROUND – RAILROAD -  Warns of a railroad 

crossing. 

1. Slow down and be prepared to stop.

Kentucky school buses must stop (15

to 50 feet).

F. PENNANT – NO PASSING – Usually found 

on left side of road. 

G. PENTAGON - School 

1. Slow down and watch for children.

14 



INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL DESCRIBE 
THE MEANING AND PROPER 
DRIVER REACTION TO THE 
VARIOUS TRAFFIC CONTROL 
SIGNALS. 

H. TRIANGLE – SLOW MOVING VEHICLE –

Vehicle carrying this sign cannot travel faster 

than 25 MPH. 

I. SHIELDS – GUIDE – Identifies highway by 

number and symbol as part of national, state or 

local system. 

COLORS: 

     A.  RED – Stop, yield or a prohibition 

     B.  YELLOW - Warning 

B. ORANGE – Construction and maintenance 

warning. 

C. GREEN – Indicates movements permitted and 

             direction guidance 

       E.  WHITE – Regulation 

       F.  BLACK - Regulation 

       G.  BLUE – Motorist services guidance 

       H.  BROWN – Public recreation and scenic guidance 

TRAFFIC CONTROL SIGNALS: 

      A.  TRAFFIC LIGHTS 

1. RED – Stop at stoplight or behind crosswalk.

In a Kentucky school bus a right turn on

red is not allowed.

2. YELLOW – Warning.  Light is about to

change from green to red.  Do not enter

intersection.  A vehicle should clear the

intersection by the time the light changes or,

if unable to, the vehicle should stop.
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL DESCRIBE 
THE MEANING AND PROPER 
DRIVER REACTION TO THE 
VARIOUS PAVEMENT 
MARKINGS. 

3. GREEN – Go, but first check to see that

intersection is clear.  Yield to vehicles and

pedestrians in intersection.

        B.  ARROW 

1. STEADY GREEN – Turn in the direction

shown by arrow.  Yield to pedestrians and

other traffic in intersection.

        C.  FLASHING SIGNALS 

1. RED – Come to full stop.  Proceed when

road is clear.

2. YELLOW- caution.  Slow down, look

carefully and proceed with caution.

         D.  LANE SIGNALS 

1. GREEN – A steady green arrow pointed

downward indicates drivers are permitted

to drive in that lane.

2. YELLOW – A steady yellow “X”

indicates that drivers should clear that lane

as signal is preparing to change to red.

3. RED – A steady red “X” indicates that

drivers should not drive in that lane.

D.  PAVEMENT MARKINGS 

1. YELLOW LINES – Separate lanes

moving in opposite directions.

2. BROKEN YELLOW LINES – Indicates

that passing is permitted when line is on

your side of the road.
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

3. SOLID YELLOW LINES – Indicates that

passing is prohibited if the line is on your

side of the road.

4. DOUBLE SOLID YELLOW LINES –

Indicates that passing is prohibited in

either direction on two-lane roads.

Double solid yellow lines also indicate the

center of the road on roads of four or more

lanes.

5. CENTER LANE, LEFT TURN ONLY –

(marked on both sides by solid yellow and

broken yellow lines).  Use only when

turning left.  Do not use for passing.

6. BROKEN WHITE LINES – Separate

traffic lanes moving in the same direction.

7. SOLID WHITE LINES – Used to channel

traffic and prevent lane changes near

intersections.

8. CROSSWALK LINES – Indicate where

pedestrians are to cross.  Do not block

crosswalks.  Yield to pedestrians.

9. STOP LINES – Indicates where a vehicle

must stop at intersections.

   SYMBOLS: 

1. WHITE ARROWS – Lanes marked with

white arrows indicate the direction in which

the driver must proceed.
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL LIST THE 
GREATEST HAZARDS IN 
PASSING PARKED VEHICLES. 

THE DRIVER WILL LIST CUES 
WHICH CAN INDICATE THAT A 
PREVIOUSLY PARKED VEHICLE 
IS ABOUT TO ENTER THE 
DRIVING LANE. 

THE DRIVER WILL IDENTIFY 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO PASS 
PARKED VEHICLES SAFELY. 

THE DRIVER WILL IDENTIFY 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
SAFELY MEET ONCOMING 
VEHICLES ON TWO-LANE 
ROADWAYS. 

HAZARDS 

A. Spaces between parked vehicles through 

which pedestrians and animals may dart into 

street. 

B. Parked vehicle may suddenly move into path 

of the bus. 

C. Occupants of parked vehicles who may 

suddenly open doors. 

D. Any other situation that may cause a 

collision. 

CUES 

               A.   Exhaust fumes coming from vehicle. 

               B.  Back up lights on. 

               C.  Brake lights on. 

               D.  Front wheels turned toward traffic lane. 

               E.  Driver looking back over shoulder. 

               F.  Turn signal flashing. 

               G.  Any movement. 

TECHNIQUES 

A. Maintain reasonable speed. 

B. Maintain lane position, leaving reasonable 

clearance between bus and parked vehicles. 

C. Be ready to stop. 

D. Change lanes if necessary. 

E. Look for a place to steer away from the 

obstacle. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL EXPLAIN THE 
CORRECT DRIVER ACTION 
WHEN ENCOUNTERING 
YIELDING SITUATIONS. 

ONCOMING TRAFFIC 

A. Maintain position to right of centerline. 

B. Observe roadway for slow moving traffic, 

which might force oncoming vehicles across 

the centerline. 

C. Take in the whole picture. 

D. Be prepared to stop. 

E. Look for a place to steer away from the 

obstacle. 

YIELDING 

A. Yield to any vehicle that is already in the 

intersection. 

B. When reaching an intersection at the same 

time as another vehicle, yield to the vehicle 

on the right. 

C. When approaching a yield sign, slow down to 

a reasonable speed and yield the right-of-way 

to any vehicle in the intersection and to 

approaching traffic. 

D. When merging at a stop intersection, stop and 

yield the right-of-way to any vehicle in 

intersection and to approaching traffic. 

E. When merging onto a main highway, with or 

without signs, yield to any vehicle close 

enough to be an immediate danger. 

F. When making a left turn, yield right-of-way to 

oncoming traffic. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL STATE THE 
REGULATIONS REGARDING 
YIELDING TO PEDESTRIANS. 

G. Stop and then yield the right-of-way. 

H. When entering a highway from an alley, 

private road or driveway. 

EMERGENCY VEHICLES 

      Yield to emergency vehicles that are sounding a siren 

and/or flashing warning lights by turning as far as 

possible to the right and stopping.  Generally, a driver 

should never turn left. 

PEDESTRIANS 

A. AT STOP SIGNS – After coming to a 

complete stop, give the right-of-way to 

pedestrians crossing the street. 

B. AT TRAFFIC STOPS – After a light turns 

green yield to pedestrians still crossing the 

street.  Also, yield to pedestrians walking with 

a green light or a “walk” signal. 

C. AT STEADY GREEN ARROW – Yield to 

conflicting cars and pedestrians. 

D. AT CROSSWALKS – When pedestrians are 

crossing the street at crosswalks, slow down or 

stop before reaching the crosswalk. 

E. WHEN TURNING – Yield to pedestrians 

when turning at intersections or when entering 

alley or driveway. 

F. WHEN ENTERING A STREET – Yield to 

pedestrians in your path when driving onto 

street or highway from driveway or alley. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL DESCRIBE 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
INTERACT SAFELY WITH 
CYCLIST 

G. YIELD at all times when collisions with 

pedestrians are possible. 

H. WHEN MEETING BLIND PERSONS – 

Bring vehicle to a complete stop at least 

fifteen feet from blind pedestrian that is 

crossing in front of you. 

I. YIELD TO FUNERAL PROCESSIONS. 

J. YIELD when directed to do so by a police 

officer. 

REGULATIONS 

YIELD RIGHT-OF-WAY TO PEDESTRIANS: 

A. at stop signs; 

B. at traffic signals; 

C. at crosswalks; 

D. when turning; 

E. when entering a street from a driveway or 

alley; and/or 

F. when meeting blind pedestrians 

TECHNIQUES 

A. LEAVE PLENTY OF ROOM FOR CYCLISTS 

1. When approaching cyclists, give short

beep on horn at least 200 feet or five bus

lengths prior to passing to warn them that

you are there.

2. Watch for cyclists at night, as they may not

have proper lighting.
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL IDENTIFY 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
DEAL SAFELY WITH ANIMALS. 

THE DRIVER WILL DESCRIBE IN 
THE CORRECT SEQUENCE, THE 
PROCEDURE WHICH WILL 
ENABLE HIM/HER TO SAFELY 
APPROACH INTERSECTIONS. 

THE DRIVER WILL DESCRIBE 
THE REGULATION THAT WILL 
ENABLE HIM/HER TO SAFELY 
OBSERVE AND FOLLOW 
TRAFFIC CONTROLS AT 
INTERSECTIONS. 

3. Provide an adequate clearance space when

passing.

B. WATCH FOR ANIMALS ON OR ALONG 

ROADWAY. 

Slow down when entering animal crossing zones or when 

noting animals on or along roadway. 

If an animal enters a roadway, prepare to stop or 

maneuver if traffic permits. 

1. Hit the animal if stopping or maneuvering

would jeopardize your own safety or that

of passengers, other motorists or

pedestrians.  This is a last desperate option.

INTERSECTIONS 

PROCEDURE APPROACH 

When approaching an intersection: 

A. slow down in sufficient time to avoid stopping 

in the intersection or on crosswalk; and 

B. observe signs providing lane information and 

enter the correct lane as early as possible, but 

no later than 100 feet before reaching 

intersection. 

When intending to turn: 

A. enter far right lane for a right turn or far left 

authorized lane for a left turn, unless otherwise 

directed; 

B. check mirrors; and 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

C.  signal intention to turn as soon as possible 

without causing confusion, but no later than 

100 feet before reaching intersection unless it 

would confuse the motoring public. 

If unable to enter correct lane for a turn: 

            A.  proceed to the next intersection. 

REGULATIONS 

A. If an officer and the control devices are in 

conflict, follow officer’s directions. 

B. Prepare to stop if the light is red, flashing red 

or yellow. 

C. Proceed with caution although ready to stop if 

light is flashing yellow. 

D. Slow down and prepare to stop if traffic light 

is changing from green to yellow. 

E. Proceed through intersection when light 

changes from green to yellow, if stopping 

would cause conflict with following vehicles. 

However, your bus should clear the 

intersection before the light turns red.  If in 

doubt, do not proceed. 

F. Slow down in preparation for stopping at an 

intersection controlled by a stop arm. 

G. Slow down sufficiently to stop, if necessary, at 

an intersection controlled by a yield sign and 

proceed cautiously only when intersection is 

clear. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL IDENTIFY 
THOSE SAFETY PRECAUTIONS 
WHICH WILL ENABLE HIM/HER 
TO PROPERLY OBSERVE AND 
REACT TO OTHER TRAFFIC 
WHEN APPROACHING 
INTERSECTIONS. 

THE DRIVE WILL DESCRIBE THE 
PROCEDURE FOR PROCEEDING 
THROUGH INTERSECTIONS. 

PRECAUTIONS 

A. Observe oncoming traffic for an indication of 

a left turn and prepare to stop quickly if 

oncoming vehicle suddenly makes a left turn. 

B. Reduce speed to enable left-turning vehicle 

in intersection to complete turn, and be ready 

to stop if the vehicle does not complete the 

turn. 

C. Observe path ahead of a left or right turning 

vehicle to anticipate a forced stop by turning 

vehicle. 

D. Slow down or stop to permit a vehicle 

approaching from right to clear intersection 

if vehicle is close and rapidly approaching 

intersection. 

E. Observe path of vehicle approaching from 

right to anticipate vehicle entering 

intersection 

F. When vehicle approaches from left and the 

bus is on a major road, observe other 

vehicles for an indication of slowing down 

and prepare to stop if the vehicle on the left 

does not yield right-of-way. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL DESCRIBE 
THE PROPER RESPONSES TO 
VARIOUS TRAFFIC CONTROL 
DEVICES USED AT 
INTERSECTIONS. 

PROCEEDING THROUGH INTERSECTIONS 

PROCEDURE 

A. Be ready to stop. 

B. Observe path of traffic ahead to anticipate any 

stops and prepare to stop should the lead 

vehicle stop suddenly. 

C. Stop if oncoming traffic suddenly makes left 

turn across path of bus. 

D. Observe traffic from left.  If a vehicle signals 

for a right turn, do not pull out until the 

vehicle begins to turn. 

E. Observe traffic from right before entering an 

intersection and enter only when safe passage 

is assured. 

F. Slow down and proceed cautiously if 

pedestrians are near the corner, yielding right-

of-way or stopping if pedestrian enters street. 

G. Observe oncoming traffic preparing to turn left 

and prepare to stop should a left turn be 

initiated. 

H. It is recommended that a school bus driver 

NEVER signal another to proceed. 

RESPONSE 

A. When light changes from red to yellow, do not 

anticipate green light by moving on yellow 

light.  Wait until light has changed to green 

before starting. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
THE DRIVER WILL LIST, IN THE 
CORRECT SEQUENCE, THE 
STEPS FOR APPROACHING AND 
ENTERING AN ENTRANCE TO AN 
OFF-STREET ARE ON THE LEFT. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

B. Enter intersection, after checking for cross 

traffic, if light is green or flashing yellow. 

C. Come to a complete stop before proceeding 

through intersection if there is a flashing red 

light. 

D. If green arrow governs the lane, proceed only 

in direction indicated by arrow. 

E. When intersection is controlled by a stop sign, 

come to a complete stop, proceeding only 

when it will not interfere with cross traffic. 

F. When encountering a “yield” sign, proceed 

only when it will not interfere with cross 

traffic. 

OFF-STREET AREA ON LEFT 

PROCEDURE – APPROACH 

A. Check mirrors for traffic flow. 

B. Signal for left turn. 

C. Position bus in lane just to right of center line 

or in left turn only lane. 

D. Keep your wheels straight ahead. 

E. Yield to oncoming traffic. 

F. Watch for other traffic entering or exiting off-

street areas. 

G. Check mirrors for rear traffic and passing 

vehicles. 

H. Check right mirrors to ensure that pivot point 

of bus will clear object on right. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL LIST, IN 
CORRECT SEQUENCE, THE 
STEPS FOR APPROACHING AND 
ENTERING AN ENTRANCE TO AN 
OFF-STREET AREA ON THE 
RIGHT. 

PROCEDURE – TURN 

A. Complete turn. 

B. Maintain safe entrance speed when turning 

into off-street area entrance. 

C. Stop only after bus is completely through 

entrance way and well off main roadway. 

OFF-STREET AREA ON RIGHT 

PROCEDURE – APPROACH 

A. Check mirrors for traffic flow. 

B. Signal for turn. 

C. If intending to turn into off-street area, 

immediately beyond an intersection, activate 

turn signal when halfway through intersection 

so that vehicles do not interpret signal as an 

indication to turn at intersection.  Signal for 

the benefit of other drivers.  You know where 

you are going.  They do not. 

D. Position vehicle in appropriate lane. 

E. Look for signs or entryway marking indicating 

direction of travel. 

F. Adjust position of bus to provide proper 

clearance for entering off-street area. 

G. Check right mirror for passing vehicles and 

obstructions. 

H. Check left mirrors to ensure that pivot point of 

bus will clear object on left. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL DESCRIBE IN 
CORRECT SEQUENCE, THE 
PROCEDURE FOR MAKING A 
RIGHT TURN AT AN 
INTERSECTION. 

PROCEDURE – TURN 

A. Complete turn. 

B. Maintain safe entrance speed when turning 

into off-street area entrance. 

C. Stop only after bus is completely through 

entrance way and well off main roadway. 

INTERSECTION – TURN RIGHT 

PROCEDURE – APPROACH 

A. Check mirrors. 

B. Signal intention to turn well in advance of 

turn. 

C. Both the approach for a right turn and the right 

turn itself shall be made as close as practical to 

the left edge of the right turn lane. 

D. Observe traffic controls before attempting to 

make right turn. 

E. Check cross traffic on your bus’s left and if 

there is a line of traffic, wait for a gap of 

sufficient size before proceeding. 

F. Check cross traffic to right to make sure 

vehicles are blocking passage in intended lane. 

G. Check right arrow. 

PROCEDURE – TURN 

A. Enter travel lane nearest curb, turning sharply 

enough to avoiding blocking the left lane. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL STATE THE 
REGULATIONS REGARDING 
RIGHT TURNS. 

B. When making turn, use the hand-over-hand 

technique and turn the steering wheel all the 

way to the right, if needed. 

C. Avoid shifting gears or using hands for any 

other activities other than steering while 

turning. 

D. Check mirrors for clearance of right rear duals 

as you turn. 

E. Check mirrors on left to ascertain that pivot 

point is clear. 

F. Accelerate slightly out of turn. 

G. Steering recovery should be done using hand-

over-hand technique (explain tracking). 

H. After turn has been completed, check to see 

that directional signal has been cancelled. 

I. Adjust vehicle speed to conditions. 

REGULATIONS – RIGHT TURNS 

     Both the approach for a right turn and a right turn itself 

shall be made as close as practical to the right curb or 

edge of roadway.  (For school buses, this is the far left 

side of the right turn lane – watch pivot point). 

      Vehicular traffic facing a steady red signal, after 

stopping before entering the crosswalk or stop line, shall 

not make a right turn on a red light from a one-way or 

two-way street into a two-way street or into a one-way 

street carrying traffic in direction of the right turn.  The 

vehicular  traffic  shall  yield  right-of-way  to pedestrians 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL DESCRIBE, IN 
CORRECT SEQUENCE, THE 
PROCEDURE FOR MAKING A 
LEFT TURN AT AN 
INTERSECTION. 

lawfully within an adjacent crosswalk and to other traffic 

lawfully using intersection. 

      A right turn on red in a school bus is not a wise move 

because of the time element.  It is felt that the benefits   of 

such a turn are far outweighed by the 

additional chances that a driver must take.  As a result, a 

right turn on red is not recommended in a Kentucky 

school bus. 

INTERSECTIONS – LEFT TURN 

PROCEDURE – APPROACH 

A. Observe traffic controls before making turn. 

B. Check mirrors. 

C. Signal intention to turn well in advance of 

intersection. 

D. Reduce speed of bus. 

E. Check cross traffic and wait until there is a 

sufficient gap in traffic from left and right 

before proceeding to turn. 

F. Observe traffic and pedestrians for clear way 

to make turn. 

G. Yield to oncoming traffic. 

H. Check right mirrors to ascertain that pivot 

point is clear. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL STATE THE 
REGULATIONS REGARDING 
LEFT TURNS. 

PROCEDURE – TURN 

A. When making a turn, use hand-over-hand 

technique and turn the steering wheel all the 

way to the left, if needed. 

B. Avoid shifting gears or using hands for any 

activities other than steering while making the 

turn. 

C. Steering recovery should be done using hand-

over-hand technique (explain tracking). 

D. Enter lane to right of center line or the closest 

lane from the direction of the turn. 

E. When turning onto a one-way street, turn into 

left lane unless otherwise marked. 

F. Check to be sure that directional signal has 

been cancelled after completing the turn. 

G. Adjust speed to conditions. 

REGULATIONS – LEFT TURN 

A. To make a left turn, move into lane next to the 

center line or into “left-turn only” lane.  On 

one-way street, enter the left (curb) lane. 

B. When turning into one-way street or highway, 

drive into lane to right of centerline.  When 

turning into one-way street, turn into left lane. 

C. Vehicular traffic facing steady red signal, after 

stopping before entering crosswalk or stop 

line, may legally make a left turn from a one-

way on a  one-way  road carrying  traffic in the 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
THE DRIVER WILL IDENTIFY 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
APPROACH A TUNNEL OR 
BRIDGE SAFELY. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

direction of the left turn unless prohibited by 

sign, signal, marking, light or other traffic 

control device.  This is not recommended in a 

Kentucky school bus.  Vehicular traffic shall 

yield the right-of-way to pedestrians lawfully 

within adjacent crosswalk and to other traffic 

lawfully using intersection. 

URBAN (CITY) DRIVING SKILLS 

STUDENT INTRODUCTION 

      Urban traffic demands a high level of concentration 

on the part of the bus driver, due to the high number of 

events occurring in the driving environment.  You can 

expect more traffic conflicts, pedestrian and cycle 

interaction, and more complex maneuvers, than in any 

other area. 

TUNNEL OR BRIDGE 

PROCEDURES – APPROACH 

A. Slow down for better control. 

B. Remain to the right to provide clearance with 

traffic in adjacent lane. 

C. Look for signs regarding: 

o lane availability and usage; 

o clearance; 

o load limit; 

o speed limit and passing restrictions; and/or 

o use of lights in a tunnel. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 
 
THE DRIVER WILL STATE 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
DRIVE THROUGH A TUNNEL OR 
ACROSS A BRIDGE SAFELY. 
 
 
 
 
 
 
 
 
 
 
 
 
THE DRIVER WILL STATE 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
LEAVE A TUNNEL OR BRIDGE 
SAFELY. 
 
 
 
 
 
 
 
THE DRIVER WILL DESCRIBE, IN 
CORRECT SEQUENCE, THE 
PROCEDURE FOR ENTERING A 
MAIN ROADWAY FROM AN 
ENTRANCE RAMP. 
 

PROCEDURES – TRAVEL   

THROUGH OR ACROSS 

A. Observe other traffic and lane side structures. 

B. Remove sunglasses in tunnel, if worn. 

C. Adjust speed to grade changes and observe 

speedometer frequently. 

D. Stop only if traffic flow required it or if 

emergency exists. 

E. Turn lights on in tunnel, if necessary. 

PROCEDURES – EXITING TUNNEL OR BRIDGE 

A. Observe posted signs regarding exit 

information and speed limit. 

B. Turn off lights upon leaving tunnel during 

daylight hours. 

C. Be prepared for wind bursts when existing the 

tunnel. 

MERGING 

PROCEDURE – APPROACH 

A. When approaching an entrance ramp, observe 

information signs indicating correct lane or 

ramp usage, speed, lights and warning. 

B. When entering an entrance ramp, check for: 

o an acceleration lane at the end of the 

entrance ramp; 

o exit ramp which shares portion of entrance 

ramp; 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL LIST, IN 
CORRECT SEQUENCE, THE 
STEPS FOR MERGING. 

o observe entrance ramp/main roadway

configuration to aid in judging merging

distance and pattern;

o check mirrors carefully;

o glance back briefly and quickly over left

shoulder to check location and speed of

traffic on main roadway;

o check location and speed of load vehicles

on entrance ramp acceleration lane;

o make initial speed adjustment based on

entrance ramp/roadway configuration and

traffic conditions; and

o prepare to enter the acceleration lane.

PROCEDURE – ENTRANCE 

A. Check mirrors. 

B. Signal intention to merge. 

C. Glance back to check for gap in merging lane. 

(If merging from right, glance over left 

shoulder.) 

D. Adjust speed as necessary to merge safely. 

E. Try to maintain same speed as the traffic with 

which you are merging. 

F. Recheck traffic in merging lane with mirrors 

and head check. 

G. Merge with traffic. 

H. Adjust speed to traffic. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL LIST, IN 
CORRECT SEQUENCE, THE 
STEPS FOR EXITING A MAIN 
ROADWAY ON AN EXIT RAMP. 

ROADWAY EXITING 

PROCEDURE – APPROACH 

A. Look for correct exit. 

B. Check mirrors. 

C. Move into proper lane. 

D. Watch for deceleration lane. 

E. Check mirror. 

F. Signal intention to turn. 

PROCEDURE – EXIT 

A. Reduce speed on deceleration lane, not before, 

if possible to do so. 

B. Watch for exit ramp speed limit sign. 

C. When deceleration lane is part of acceleration 

lane, watch for entering vehicles. 

D. Observe speed limit signs. 

E. Drive in center of appropriate lane and stay 

clear of barriers. 

F. Watch for other vehicles changing lanes. 

G. Observe signs on cross roadways, giving 

information on alternate destinations. 

H. Check speed. 

I. When nearing end of exit ramp, slow down 

and prepare to stop.  Watch for traffic that may 

be stopped or waiting in line at the end of 

ramp. 

35 



INSTRUCTOR GUIDELINES/NOTES CONTENT 
 
THE DRIVER WILL DESCRIBE 
THOSE TECHNIQUES WHICH 
WILL ENABLE HIM/HER TO 
SAFELY NEGOTIATE TRAFFIC 
CIRCLES. 
 
 
 
 
 
 
 
 
 
THE DRIVER WILL LIST, IN 
CORRECT SEQUENCE, THE 
STEPS FOR CHANGING LANES. 
 
 
 
 
ONE OF THE MOST DIFFICULT 
MANEUVERS. 
 
 
 
 
 
 
 
 
 
 
 
THE DRIVER WILL STATE THE 
REGULATION REGARDING LANE 
CHANGING. 
 
 
 
 
 
 
 
 

TRAFFIC CIRCLES 

TECHNIQUES – NEGOTIATION 

A. Enter traffic circle in counter-clockwise 

direction, if appropriate. 

B. Yield to vehicles already in the circle. 

C. Remain in outer lane at a consistent speed. 

D. Maintain a slow speed. 

LANE CHANGING 

PROCEDURE – PREPARATION 

A. Signal intention to change lanes. 

B. Check mirrors to see if other vehicles are 

about to enter your new lane. 

C. Check for vehicles in blind spots with convex 

(fender) mirrors. 

D. Head check for blind spots (to left only). 

E. Maintain constant, steady speed throughout 

lane change. 

PROCEDURE – ACTUAL CHANGE 

A. Turn steering wheel sufficiently to slowly 

enter new lane. 

B. Position bus in center of new lane. 

C. Check to see that directional signal is 

cancelled. 

D. Check mirror upon completion. 

E. Adjust speed to that of traffic in new lane. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL IDENTIFY 
CONDITIONS WHICH MIGHT 
WARRANT A LANE CHANGE. 

THE DRIVER WILL IDENTIFY 
CONDITIONS WHICH MIGHT 
WARRANT A LANE CHANGE. 

THE DRIVER WILL LIST, IN 
CORRECT SEQUENCE, THE 
STEPS FOR SAFELY PASSING 
ANOTHER VEHICLE. 

REGULATIONS REGARDING LANE CHANGES 

      The driver of any vehicle upon a highway, before 

stopping or turning from a direct line shall signal intended 

movement. 

      Do not change lanes when prohibited by regulatory 

signs, or when solid yellow line is on your side of 

highway markings. 

SOME CONDITIONS DETERMINING  

LANE CHANGES 

A. When a lane is blocked by another vehicle. 

B. Collision. 

C. Detour. 

D. Road construction. 

E. Slow moving vehicle. 

F. Cyclists and pedestrians. 

G. Road defects. 

H. Debris in lane. 

      Lane changing is one of the most dangerous and 

difficult maneuvers that a driver can make.  Change lanes 

only when absolutely necessary. 

PASSING 

PROCEDURE – PREPARATION 

       Using rear-view mirrors, check to be sure that traffic 

following a bus is clear for passing.  On a two-lane road, 

check for oncoming traffic and traffic signals. 
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THE DRIVER WILL STATE THE 
SITUATIONS WHEN PASSING ON 
THE LEFT IS PROHIBITED. 
 
 
 
 
 
 
 

        Bus drivers should have a minimum of fifteen 

seconds visual lead time to activate turn signals well in 

advance of passing. 

PROCEDURE – ACTUAL PASS 

A. Move into passing lane, endeavor to maintain 

a constant speed. 

B. Check for clearance and signal before 

returning to original lane. 

PROCEDURE – RETURN TO ORIGINAL LANE 

A. Move into original lane. 

B. Cancel turn signal. 

C. Check mirrors upon completion. 

D. Maintain safe and authorized speed. 

TIMES WHEN PASSING ON LEFT IS PERMITTED

A. When overtaking other traffic moving in same 

direction where passing is allowed and safe. 

B. When right half of road is blocked.  Yield to 

oncoming traffic. 

C. When using a street with two or more lanes for 

one-way traffic, and when there is slower 

traffic in right lane. 

TIMES WHEN PASSING ON LEFT  

IS PROHIBITED 

A. When approaching crest of a hill on a two-way 

roadway or a curve in highway where the 

driver’s view is obstructed. 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

THE DRIVER WILL STATE THE 
SITUATIONS WHEN PASSING ON 
THE RIGHT IS PERMITTED 

THE DRIVER WILL STATE THE 
SITUATION WHEN PASSING ON 
THE RIGHT IS PROHIBITED. 

NOTE:  A BRIEF DISCUSSION OF 
EACH TASK AND EXERCISE 
SHALL BE GIVEN TO THE CLASS.

IN CONDUCTING THE IN-BUS 
MANEUVERS AND ROAD WORK 
EVALUATION, THE EVALUATOR 
SHOULD RIDE IN THE RIGHT 
FRONT SEAT IN ORDER TO HAVE 
A GOOD VIEW OF DRIVER 
ACTIONS.  MATERIALS NEEDED 
ARE A CLIPBOARD, PEN AND 
THE EVALUATION CHECKLIST.  
NO OTHER INDIVIDUALS  
EXCEPT DRIVER AND 
EVALUATOR SHOULD BE ON 
THE BUS DURING THE DRIVER 
REVIEW I AND II PHASE OF 
BEHIND THE WHEEL TRAINING. 

B. When view is obstructed upon approaching 

within 100 feet of any bridge, viaduct or 

tunnel. 

C. When there is oncoming traffic close enough 

to be a danger. 

D. When there is a solid line in your lane. 

E. When there is a no passing sign. 

TIMES WHEN PASSING ON RIGHT 

 IS PERMITTED 

A. When vehicle being overtaken is making a left 

turn if you do not leave the existing roadway. 

B. When two or more lanes of traffic are moving 

in the same direction. 

PASSING ON RIGHT PROHIBITED 

A. When passing movement causes vehicle to 

drive off of pavement or main traveled portion 

of the existing roadway. 

B. You should not leave the existing roadway to 

pass on the right. 

       In setting up the in-bus driving, extreme care should 

be given to selecting the various roads which will be 

traveled and the places along the route where the 

evaluations will be made.  The driver training instructor 

must be fully aware of the various events which will take 

place along the route so that an accurate evaluation of 

driver performance can be made.  Drivers being evaluated 

should  at  all  times  follow  the  law   and  good   driving 
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INSTRUCTOR GUIDELINES/NOTES CONTENT 

IN SETTING UP THE IN-BUS 
MANEUVERS AND ROADWORK, 
THE FOLLOWING MUST BE 
CONSIDERED AND INCLUDED: 

1. COURSE LENGTH SHOULD
BE 20-25 MILES OR
LONGER.

2. DRIVER COURSE SEVERAL
TIMES TO GET AN IDEA OF
THE TRAFFIC
CONDITIONS WHICH WILL
EXIST AT THE TIME THE
TEST WILL BE GIVEN.

procedures.  The evaluator must give instructions to the 

driver in sufficient time for the driver to lawfully execute 

the commands and comply with instructions.  

     The “Behind-the-Wheel” (BTW) driving is composed 

of: 

1. Vehicle Operation (minimum 3 hours)

2. Vehicle-At-Speed (minimum 1 hour)

3. Bus Route Identification, Route Review and

Instruction (minimum 2 hours)

4. Driver Review I (minimum 2 hours)

5. Driver Review II (minimum 2 hours)

6. Driver Review III (minimum 1 hour)

NOTE:  SEE CHAPTER 2 FOR FURTHER

EXPLANATION. 
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7/02 

NAME: _________________________________________________ DATE: ______________ 

VEHICLE OPERATION 
TEST 

**PLEASE ANSWER TRUE OR FALSE** 

KEY 

1. _____   In rural driving, there is usually more dense traffic than in urban driving.

2. _____    Maximum speed limit for Kentucky school buses is determined by the Kentucky
State Police. 

3. _____   A school bus driver should periodically check the speedometer, at least every
twelve (12) seconds. 

4. _____   Fatigue is not one of the determining factors in increasing your following
distance. 

5. _____   “Blowing out of a curve” is another way of saying “maintaining a space cushion.”

6. _____  A Kentucky school bus driver should never make more than one (1) stop at an
intersection as it could confuse other drivers. 

7. _____   The brown color on a highway sign indicates public recreation area.

8. _____  A flashing yellow light means come to a complete stop, then continue on with
caution.  

9. _____   Yellow lines separate traffic going in the opposite direction.

10. _____   White lines separate traffic going in the same direction.

INSTRUCTOR’S SIGNATURE:_________________________________DATE: ___________ 



VEHICLE OPERATION 
TEST 

**PLEASE ANSWER TRUE OR FALSE** 

KEY 

The answer key is only released to KDE endorsed trainers. 


